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Note: This schematic only shows the critical components

and traces for minimum footprint in VID mode with
ENABLE tied to AVin. Alternate ENABLE configurations,
& other small signal pins need to be connected and
routed according to the customer application.

Tie the LLM pin either high or

low using a via right next to

the pin underneath the package.

(Not shown in Gerber files.) Connect the input cap to the GND

Don"t let this pin float. plane through mulitple vias.
(Please see the Gerber files.)

Voltage Programming Connections
Cin 0603 ¢ VIN = 2.4 - 5.5 VDC
4.7uF Tlygp Voltage Selector EP53A7LQI EP53A7HQI
o © VS2 VS1 VSO vouT vouT
3 1 1 0 0O O 1.50V 3.3V
S 3
r J—Ncsw1§ % PVIN [H14 R °0 0 1 e e
= , (W) g g i AVin 0O 1 0 1.20V 2.9V
Connect the output cap to the GND \ PGND AVIN 100 ¥V 0201 ) _ 0 1 1 1.15V 2.6V
plane through mulitple vias. cout £ UM>—3H1im ENABLE 12 Enable can also be driven with T Tov > 5y
(Please see the Gerber files.) 1o n . 1 vso an external logic signal 1 00 - -
0805 VFBINC VSO depending on the application 1 0 1 1.05v > oV
XSR 5 VSENSE vs1 HO—K vs1
1 1 O 0.80V 2.1V
AGND = vs2 F—<Kvs2 — - T v
8 3 » The VS0-VS2 pins cannot 1 1 1 External Divider -
A single through-hole Via/ N EP53A7xQI be left floating. 0 = Connect to the GND plane.
C(_)nneCtS the AGND = Leave open. Pulled high inside the device.
pin to the GND plane.
} } _ * Not shown. Refer to the datasheet.
* Pin 4 is VFB for the L version,
H NC for the H version.
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